
Îñíîâíàÿ îáëàñòü ïðèìåíåíèÿ òàéìåðà:

 – îòäåëüíûå ïîòðåáèòåëè ýëåêòðîýíåðãèè.

Îñíîâíûå ñâåäåíèÿ îá èçäåëèè
Òàéìåð àñòðîíîìè÷åñêèé òèïà ÒÀ80 ñåðèè KARAT òîâàðíîãî 

çíàêà IEK (äàëåå – òàéìåð) ïðåäíàçíà÷åí äëÿ àâòîìàòè÷åñêîãî âêëþ÷åíèÿ 
è îòêëþ÷åíèÿ áûòîâûõ è ïðîìûøëåííûõ ïðèáîðîâ ïî óñòàíîâëåííîé 
äíåâíîé, íåäåëüíîé, ãîäîâîé ïðîãðàììå, àñòðîíîìè÷åñêîìó ðåæèìó. 

Òàéìåð ñîîòâåòñòâóåò òðåáîâàíèÿì ÒÐ ÒÑ 004/2011, ÒÐ ÒÑ 020/2011 
è ÒÐ ÅÀÝÑ 037/2016.

Òàéìåð ïðåäíàçíà÷åí äëÿ ðàáîòû â îäíîôàçíûõ ñåòÿõ ïåðåìåííîãî 
è ïîñòîÿííîãî òîêà.

 – ðàñïðåäåëèòåëüíûå ùèòû (ÐÙ);
 – ãðóïïîâûå ùèòêè (êâàðòèðíûå è ýòàæíûå);

Ìîùíîñòü íàãðóçêè â çàâèñèìîñòè îò òèïà ïîòðåáèòåëåé óêàçàíà 
â òàáëèöå 2.

Ëèöåâàÿ ïàíåëü è ñèìâîëû, îòîáðàæàåìûå íà ýêðàíå ïðåäñòàâëåíû 
íà ðèñóíêå 1 è â òàáëèöå 3.

Òåõíè÷åñêèå äàííûå è óñëîâèÿ ýêñïëóàòàöèè òàéìåðà ïðèâåäåíû 
â òàáëèöå 1.

ÇÀÏÐÅÙÀÅÒÑß 

Òàéìåð ïî òðåáîâàíèÿì áåçîïàñíîñòè çàùèòû îò ïîðàæåíèÿ 
ýëåêòðè÷åñêèì òîêîì ñîîòâåòñòâóåò êëàññó 0 è äîëæåí âñòðàèâàòüñÿ â ùèòêè 
êëàññà çàùèòû íå íèæå I ïî ÃÎÑÒ 12.1.019.

Ìåðû áåçîïàñíîñòè

Âñå ìîíòàæíûå è ïðîôèëàêòè÷åñêèå ðàáîòû ñëåäóåò ïðîâîäèòü ïðè 
ñíÿòîì íàïðÿæåíèè.

Èñïîëüçîâàòü òàéìåð ïðè îáðàçîâàíèè òðåùèí èëè ñêîëîâ íà êîðïóñå 
â ïðîöåññå ýêñïëóàòàöèè.

Ýêñïëóàòàöèÿ òàéìåðà äîëæíà ïðîèçâîäèòüñÿ â ñîîòâåòñòâèè 
ñ «Ïðàâèëàìè óñòðîéñòâ ýëåêòðîóñòàíîâîê», «Ïðàâèëàìè òåõíè÷åñêîé 
ýêñïëóàòàöèè ýëåêòðîóñòàíîâîê ïîòðåáèòåëåé» è «Ìåæîòðàñëåâûìè 
ïðàâèëàìè ïî îõðàíå òðóäà (ïðàâèëàìè áåçîïàñíîñòè) ïðè ýêñïëóàòàöèè 
ýëåêòðîóñòàíîâîê».

Òåõíè÷åñêèå äàííûå

1

Êðàòêîå ðóêîâîäñòâî ïî ýêñïëóàòàöèè
 

ÒÀÉÌÅÐ ÀÑÒÐÎÍÎÌÈ×ÅÑÊÈÉ ÒÈÏÀ ÒÀ80
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Ìîíòàæ è òåõíè÷åñêîå îáñëóæèâàíèå òàéìåðà äîëæíû îñóùåñòâëÿòüñÿ 
òîëüêî êâàëèôèöèðîâàííûì ýëåêòðîòåõíè÷åñêèì ïåðñîíàëîì.

Óñòàíîâêà òàéìåðà îñóùåñòâëÿåòñÿ íà Ò-îáðàçíóþ íàïðàâëÿþùóþ ÒÍ 35 
ïî ÃÎÑÒ IEC 60715 â ýëåêòðîùèòàõ ñî ñòåïåíüþ çàùèòû ïî ÃÎÑÒ 14254 
(IEC 60529) íå íèæå IÐ30.

ÐÅÊÎÌÅÍÄÓÅÒÑß

Basic product data
Astronomical timer of TA80 type of KARAT series of IEK trademark 
(hereinafter – the timer) is designed for automatic switching on and 

off of household and industrial appliances according to the set daily, weekly, 
annual program, astronomical mode. 

Îäèí ðàç â 6 ìåñÿöåâ ïîäòÿãèâàòü êîíòàêòíûå âèíòîâûå çàæèìû.

The timer is designed to operate in single-phase AC and DC networks. 
The main application area of the timer:

Ïðàâèëà ìîíòàæà è ýêñïëóàòàöèè

Ïðèìåð ñõåìû ïîäêëþ÷åíèÿ ïðèâåäåí íà ðèñóíêå 3.

– switchboards;
– branch-circuit panel board (apartment and floor);

Operation of the timer should be carried out in accordance with " Regulations 
for Electrical Installations", "Rules for Technical Operation of Consumers' 
Electrical Installations" and "Inter-industry Labor Safety Rules (Safety Rules) for 
Operation of Electrical Installations".

IT IS FORBIDDEN 

Safety precautions

Technical data

All installation and maintenance works should be carried out with the power 
off.

Front panel and symbols displayed on the screen are shown on the figure 1 
and in table 3.

According to safety requirements, timer corresponds to class 0 and should be 
built in switchboards of protection class I.

Load power depending on the type of consumers is given in table 2.

– individual power consumers.

Technical data and operating conditions of the timer are given in table 1.

Use the timer if cracks or chips form on the housing during operation.
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Installation and maintenance of the timer should be carried out only by 
qualified electrical personnel.

Installation of the timer is carried out on the T-shaped TH 35 rail according to 
IEC 60715 in switchboards with protection degree according to IEC 60529 not 
lower than IP30.

Example of wiring diagram is shown in figure 3.

Installation and operation rules

IT IS RECOMMENDED
Once every 6 months, to retighten the contact screw clamps.

IP20

10 ëåò/years www.iek.ru

+40

50

2000 m

*

7лет

Òàáëèöà / Table 1

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Íîìèíàëüíîå íàïðÿæåíèå ïèòàíèÿ (âûâîäû À1–À2) / Rated 
power supply voltage (A1–A2 terminals), V

AC 230 ± 10%

DC 24 ± 10%

Íîìèíàëüíàÿ ÷àñòîòà ïåðåìåííîãî òîêà / Rated AC 
frequency, Hz 

50/60

Ìàêñèìàëüíûé êîììóòèðóåìûé òîê / Maximium switched 
current, À

16

Ìàêñèìàëüíîå êîììóòèðóåìîå íàïðÿæåíèå / Maximum 
switching voltage, V

AC 230 ± 10%

DC 24 ± 10%

Ìàêñèìàëüíàÿ êîììóòèðóþùàÿ ñïîñîáíîñòü / Maximum 
switching capacity

4000 VA (AC)

384 W (DC)

Êîëè÷åñòâî ïåðåêëþ÷àþùèõ êîíòàêòîâ / Number of 
changeover contacts

 2

Íàïðÿæåíèå èçîëÿöèè / Insulation voltage Ui, V 250

Ïîòðåáëÿåìàÿ ìîùíîñòü / Power consumption, W 2

Åìêîñòü ïàìÿòè / Memory capacity Äî 80 ïðîãðàìì / Up to 80 programs

Ïîãðåøíîñòü îò÷åòà âðåìåííûõ èíòåðâàëîâ, ñ/ñóòêè / 
Report error of time intervals, s/day

1 ïðè ïëþñ 20 °Ñ / 1 at plus 20 °Ñ

Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Íîìèíàëüíîå íàïðÿæåíèå ïèòàíèÿ 
(âûâîäû À1–À2) / Rated power supply voltage (A1–A2 
terminals), V

AC 250 ± 10%

DC 24 ± 10%

Íîìèíàëüíàÿ ÷àñòîòà ïåðåìåííîãî òîêà / Rated AC 
frequency, Hz 

50/60

Ìàêñèìàëüíûé êîììóòèðóåìûé òîê / Maximium switched 
current, À

16

Ìàêñèìàëüíîå êîììóòèðóåìîå íàïðÿæåíèå / Maximum 
switching voltage, V

AC 250 ± 10%

DC 24 ± 10%

Ìàêñèìàëüíàÿ êîììóòèðóþùàÿ 
ñïîñîáíîñòü / Maximum switching capacity

4000 VA (AC),

384 W (DC)

Êîëè÷åñòâî ïåðåêëþ÷àþùèõ êîíòàêòîâ / Number of 
changeover contacts

 2

Íàïðÿæåíèå èçîëÿöèè / Insulation voltage Ui, V 250

Ïîòðåáëÿåìàÿ ìîùíîñòü / Power consumption, W 2

Åìêîñòü ïàìÿòè / Memory capacity Äî 80 ïðîãðàìì / Up to 80 programs

Ïîãðåøíîñòü îò÷åòà âðåìåííûõ èíòåðâàëîâ, ñ/ñóòêè / 
Report error of time intervals, s/day

1 ïðè ïëþñ 20 °Ñ / 1 at plus 20 °Ñ

Âðåìÿ ñîõðàíåíèÿ çàäàííûõ ïàðàìåòðîâ (áåç èíäèêàöèè) 
ïðè îòêëþ÷åíèè ïèòàíèÿ ñåòè, ëåò / Time of saving the set 
parameters (without indication) in case of mains power failure, 
years

Ñðîê ñëóæáû ýëåìåíòà ïèòàíèÿ, ëåò / Battery service life, 
years

10

Âîçìîæíîñòü ïåðåçàðÿäêè ýëåìåíòà ïèòàíèÿ / Ability to 
recharge the battery

Îòñóòñòâóåò / No

Ìåõàíè÷åñêàÿ èçíîñîñòîéêîñòü, öèêëîâ / Mechanical wear 
resistance, cycles

106

Êîììóòàöèîííàÿ èçíîñîñòîéêîñòü, öèêëîâ / Switching wear 
resistance, cycles

105

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 / Degree of protection 
according to IEC 60529

IP20

Ðàáî÷åå ïîëîæåíèå â ïðîñòðàíñòâå / Working position in 
space

Âåðòèêàëüíîå / Vertical

Ïðèñîåäèíèòåëüíàÿ ñïîñîáíîñòü âûâîäîâ / Connection 
2capacity of terminals, mm

1,5–4

Ìîìåíò çàòÿæêè êîíòàêòíûõ çàæèìîâ / Tightening torque of 
terminals, N*m

0,7

Òèï øëèöà âèíòà âûâîäà / Screw driver type of output screw Universal

Ìàññà / Weight, g 137

Êîìïëåêòíîñòü / Complete set Òàéìåð, ïàñïîðò / Timer, ðassport 

Âîçìîæíîñòü îïëîìáèðîâêè / Ability to seal Íàëè÷èå ïðîçðà÷íîé çàùèòíîé êðûøêè 
ñ âîçìîæíîñòüþ îïëîìáèðîâêè / Transparent 
protective cover with the possibility of sealing

Òðàíñïîðòèðîâàíèå è õðàíåíèå / 
Transportation and storage

Äèàïàçîí òåìïåðàòóð / 
Temperature range

(–30…+70) °Ñ 

Óñëîâèÿ / Conditions Â óïàêîâêå ïðîèçâîäèòåëÿ. Îòíîñèòåëüíàÿ âëàæíîñòü 
80 % ïðè ïëþñ 25 °Ñ / In the manufacturer's package. 
Relative humidity up to 80 % at plus 25 °Ñ

*Ãàðàíòèÿ ñîõðàíÿåòñÿ ïðè ñîáëþäåíèè ïîêóïàòåëåì ïðàâèë ýêñïëóàòàöèè, òðàíñïîðòèðîâàíèÿ è õðàíåíèÿ / 
The warranty is maintained if the buyer complies with the rules of operation, transportation and storage.
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Íàèìåíîâàíèå ïîêàçàòåëÿ / Parameter denomination Çíà÷åíèå / Value

Âðåìÿ ñîõðàíåíèÿ çàäàííûõ ïàðàìåòðîâ (áåç èíäèêàöèè) 
ïðè îòêëþ÷åíèè ïèòàíèÿ ñåòè, ëåò / Time of saving the set 
parameters (without indication) in case of mains power failure, 
years

Ñðîê ñëóæáû ýëåìåíòà ïèòàíèÿ, ëåò / Battery service life, 
years

10

Âîçìîæíîñòü ïåðåçàðÿäêè ýëåìåíòà ïèòàíèÿ / Ability to 
recharge the battery

Îòñóòñòâóåò / No

Ìåõàíè÷åñêàÿ èçíîñîñòîéêîñòü, öèêëîâ / Mechanical wear 
resistance, cycles

610

Êîììóòàöèîííàÿ èçíîñîñòîéêîñòü, öèêëîâ / Switching wear 
resistance, cycles

510

Ñòåïåíü çàùèòû ïî ÃÎÑÒ 14254 / Degree of protection 
according to IEC 60529

IP20

Ðàáî÷åå ïîëîæåíèå â ïðîñòðàíñòâå / Working position in 
space

Âåðòèêàëüíîå / Vertical

Ïðèñîåäèíèòåëüíàÿ ñïîñîáíîñòü âûâîäîâ / Connection 
2capacity of terminals, mm

1,5–4

Ìîìåíò çàòÿæêè êîíòàêòíûõ çàæèìîâ / Tightening torque of 
terminals, N*m

0,7

Òèï øëèöà âèíòà âûâîäà / Screw driver type of output screw Universal

Ìàññà / Weight, g 137

Êîìïëåêòíîñòü / Complete set Òàéìåð, ïàñïîðò / Timer, ðassport 

Âîçìîæíîñòü îïëîìáèðîâêè / Ability to seal Íàëè÷èå ïðîçðà÷íîé çàùèòíîé êðûøêè 
ñ âîçìîæíîñòüþ îïëîìáèðîâêè / Transparent 
protective cover with the possibility of sealing

Òðàíñïîðòèðîâàíèå è õðàíåíèå / 
Transportation and storage

Äèàïàçîí òåìïåðàòóð / 
Temperature range

(–30…+70) °Ñ 

Óñëîâèÿ / Conditions Â óïàêîâêå ïðîèçâîäèòåëÿ. Îòíîñèòåëüíàÿ âëàæíîñòü 
80 % ïðè ïëþñ 25 °Ñ / In the manufacturer's package. 
Relative humidity up to 80 % at plus 25 °Ñ

*Ãàðàíòèÿ ñîõðàíÿåòñÿ ïðè ñîáëþäåíèè ïîêóïàòåëåì ïðàâèë ýêñïëóàòàöèè, òðàíñïîðòèðîâàíèÿ è õðàíåíèÿ / 
The warranty is maintained if the buyer complies with the rules of operation, transportation and storage.

Òàáëèöà (ïðîäîëæåíèå) / Table (continuation) 1
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Òàáëèöà / Table 2

Òèï ïîòðåáèòåëåé / Type of consumers Ìîùíîñòü íàãðóçêè / Load power, W

Ëàìïû íàêàëèâàíèÿ, ãàëîãåííûå ëàìïû, ýëåêòðîíàãðåâàòåëè / 
Electric incandescent lamp, halogen-filled lamp, electric heating unit

2300

Ëþìèíåñöåíòíûå ëàìïû / Fluorescent lamps 1000

Ëþìèíåñöåíòíûå ñêîìïåíñèðîâàííûå ëàìïû Fluorescent 
compensated lamps

500

Ýíåðãîñáåðåãàþùèå, ëàìïû ñ ÝÏÐÀ / Energy-saving lamps, lamps 
with electronic ballast

500

Ðèñóíîê / figure 1 – Ëèöåâàÿ ïàíåëü òàéìåðà / Timer front panel

Òàáëèöà / Table 3

Ñèìâîëû / Symbols Îïèñàíèå / Description

 Äíè íåäåëè: 1 – ïí.; 2 – âò.; 3 – ñð.; 4 – ÷ò.; 5 – ïò.; 6 – ñá.; 7 – âñ. / Days of the week: 
1 – Mon.; 2 – Tue.; 3 – Wed.; 4 – Thu.; 5 – Fri.; 6 – Sat.; 7 –Sun.

Ñ1 OFF Ñîñòîÿíèå ðåëå: êîíòàêòû 18–15 ðàçîìêíóòû, êîíòàêòû 15–16 çàìêíóòû / Relay status: 
18–15 contacts are opened, 15–16 contacts are closed

Ñ1 ON Ñîñòîÿíèå ðåëå: êîíòàêòû 18–15 çàìêíóòû, êîíòàêòû 15–16 ðàçîìêíóòû / Relay status: 
18–15 contacts are closed, 15–16 contacts are opened

Ñ2 OFF Ñîñòîÿíèå ðåëå: êîíòàêòû 25–26 ðàçîìêíóòû, êîíòàêòû 25–28 çàìêíóòû / Relay status: 
25–26 contacts are opened, 25–28 contacts are closed

Ñ2 ON Ñîñòîÿíèå ðåëå: êîíòàêòû 25–26 çàìêíóòû, êîíòàêòû 25–28 ðàçîìêíóòû / Relay status: 
25–26 contacts are closed, 25–28 contacts are opened

Ñèìâîëû / Symbols Îïèñàíèå / Description

 Äíè íåäåëè: 1 – ïí.; 2 – âò.; 3 – ñð.; 4 – ÷ò.; 5 – ïò.; 6 – ñá.; 7 – âñ. / Days of the week: 
1 – Mon.; 2 – Tue.; 3 – Wed.; 4 – Thu.; 5 – Fri.; 6 – Sat.; 7 –Sun.

Ñ1 OFF Ñîñòîÿíèå ðåëå: êîíòàêòû 18–15 ðàçîìêíóòû, êîíòàêòû 15–16 çàìêíóòû / Relay status: 
18–15 contacts are opened, 15–16 contacts are closed

Ñ1 ON Ñîñòîÿíèå ðåëå: êîíòàêòû 18–15 çàìêíóòû, êîíòàêòû 15–16 ðàçîìêíóòû / Relay status: 
18–15 contacts are closed, 15–16 contacts are opened

Ñ2 OFF Ñîñòîÿíèå ðåëå: êîíòàêòû 25–26 ðàçîìêíóòû, êîíòàêòû 25–28 çàìêíóòû / Relay status: 
25–26 contacts are opened, 25–28 contacts are closed

Ñ2 ON Ñîñòîÿíèå ðåëå: êîíòàêòû 25–26 çàìêíóòû, êîíòàêòû 25–28 ðàçîìêíóòû / Relay status: 
25–26 contacts are closed, 25–28 contacts are opened

 Ðó÷íîå ðåæèì / Manual mode

 Àâòîìàòè÷åñêîå ðåæèì / Automatic mode

 Ðåæèì "Îòïóñê" / Vacation mode

 Ñëó÷àéíûé ðåæèì / Random mode

 Çèìíåå âðåìÿ / Winter time

 Ëåòíåå âðåìÿ / Daylight saving time

 Íàñòðîéêè ïðîãðàììû / Program setting

 Âîñõîä ñîëíöà / Sunrise

 Çàêàò ñîëíöà / Sunset
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Ñèìâîëû / Symbols Îïèñàíèå / Description

 Ðó÷íîå ðåæèì / Manual mode

 Àâòîìàòè÷åñêîå ðåæèì / Automatic mode

 Ðåæèì "Îòïóñê" / Vacation mode

 Ñëó÷àéíûé ðåæèì / Random mode

 Çèìíåå âðåìÿ / Winter time

 Ëåòíåå âðåìÿ / Daylight saving time

 Íàñòðîéêè ïðîãðàììû / Program setting

 Âîñõîä ñîëíöà / Sunrise

 Çàêàò ñîëíöà / Sunset

Òàáëèöà (ïðîäîëæåíèå) / Table (continuation) 3

Ðèñóíîê / figure 2 – Ãàáàðèòíûå è óñòàíîâî÷íûå ðàçìåðû / Overall and mounting dimensions
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Ðèñóíîê / figure 3 – Ïðèìåð ñõåìû ïîäêëþ÷åíèÿ / Example of wiring diagram

Ïðîãðàììèðîâàíèå / Programming
Ïåðâè÷íûå íàñòðîéêè / Primary settings

Ïðè ïåðâîì âêëþ÷åíèè (èëè ïîñëå ñáðîñà íàñòðîåê) òàéìåðà 
íåîáõîäèìî, ïîëüçóÿñü êíîïêàìè «pq» è «ÎÊ», ïðîèçâåñòè íàñòðîéêè 
ÿçûêà, äàòû è âðåìåíè. / When you turn on the timer for the first time (or after 
resetting it), use "qp" and "OK" buttons to adjust the language, date and time.

Äëÿ âõîäà â ìåíþ íåîáõîäèìî íàæàòü è óäåðæèâàòü â òå÷åíèå 2 ñåêóíä 
êíîïêó «MENU». / To enter the menu, press and hold the "MENU" button for 
2 seconds.
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Îñíîâíîå ìåíþ / Main menu

Àñòðîíîìè÷åñêèå íàñòðîéêè / Astronomical settings 
Ïðîñìîòð âðåìåíè âîñõîäà è çàêàòà / Viewing sunrise and sunset times

Íàæàòü êíîïêó «MENU» äëÿ âõîäà â îñíîâíîå ìåíþ. / Press the "MENU" 
button to enter the main menu.

Ïðè îòñóòñòâèè àêòèâíîñòè â òå÷åíèå îäíîé ìèíóòû, òàéìåð 
àâòîìàòè÷åñêè âûéäåò èç ìåíþ. / If there is no activity for one minute, the timer 
will automatically exit the menu.

Êíîïêàìè «qp» âûáðàòü íåîáõîäèìûé ïóíêò ìåíþ. / Use the «qp» 
buttons to select the required menu item.

Ïðîñìîòð àñòðîíîìè÷åñêîãî âðåìåíè â óêàçàííûé äåíü / Viewing the 
astronomical time on a specified day
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Íàñòðîéêà ñìåùåíèÿ âîñõîäà è çàêàòà ñîëíöà / Setting sunrise and 
sunset offsets

Íàñòðîéêà àñòðîíîìè÷åñêîãî ðåæèìà / Setting the astronomical mode

Íàñòðîéêà ãåîãðàôè÷åñêîãî ïîëîæåíèÿ / Setting the geographical location
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Ðåæèì ïðîãðàììèðîâàíèÿ / Programming mode
Íàñòðîéêà íîâîé ïðîãðàììû / Setting up a new program
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Ïðîñìîòð óñòàíîâëåíûõ ïðîãðàìì / Viewing installed programs

Óäàëåíèå ïðîãðàììû / Uninstalling the program

Íàñòðîéêà äàòû è âðåìåíè / Setting the date and time
Íàñòðîéêà òåêóùåãî âðåìåíè / Setting the current time

Íàñòðîéêà òåêóùåé äàòû / Setting the current date
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Íàñòðîéêà ëåòíåãî/çèìíåãî âðåìåíè / Setting daylight saving time/
winter time

Òàáëèöà / Table 4

Äèñïëåé / 
Display

Ôóíêöèÿ / Function Ëåòíåå âðåìÿ / Daylight saving time Çèìíåå âðåìÿ / Winter time

Ë-Ç ÅÂÐ Äëÿ ñòðàí Åâðîïû / 
For European countries Last sunday of march

Ïîñëåäíåå âîñêðåñåíüå ìàðòà / Ïîñëåäíåå âîñêðåñåíüå îêòÿáðÿ / 
Last sunday of october

Ë-Ç ÑØÀ Äëÿ ÑØÀ / For the USA
Second sunday of march
Âòîðîå âîñêðåñåíüå ìàðòà / Ïåðâîå âîñêðåñåíüå íîÿáðÿ / 

First sunday of november

ÑÂÎÁ+14 Ïðîãðàììèðîâàíèå / 
Programming

Ñâîáîäíîå ïðîãðàììèðóåìîå / 
Free programmable Free programmable

Ñâîáîäíîå ïðîãðàììèðóåìîå / 

ÎÒÊË Îòêëþ÷åíà / Disabled Íåò / No Íåò / No
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Íàñòðîéêà ðåæèìà «îòïóñê» / Setting vacation mode

Íàñòðîéêà ðó÷íîãî ðåæèìà / Setting manual mode

Íàñòðîéêà ðåæèìîâ ðàáîòû / Setting operating modes
Íàñòðîéêà àâòîìàòè÷åñêîãî ðåæèìà / Setting the automatic mode
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Äîïîëíèòåëüíûå íàñòðîéêè / Advanced settings
Óñòàíîâêà ÿçûêà / Setting the Language

Ñ÷åò÷èê ÷àñîâ ðàáîòû / Service hour meter

Íàñòðîéêà ïîäñâåòêè ýêðàíà / Setting the screen backlight

Îäíîâðåìåííî íàæìèòå è óäåðæèâàéòå â òå÷åíèå 2 ñåêóíä 
êíîïêè «qp» äëÿ ïðèíóäèòåëüíîãî çàìûêàíèÿ êîíòàêòîâ 
15–18 êàíàëà 1 (C1). Äëÿ ïðèíóäèòåëüíîãî ðàçìûêàíèÿ 
êîíòàêòîâ 15–18 êàíàëà 1 (C1) íàæìèòå è óäåðæèâàéòå 
â òå÷åíèå 2 ñåêóíä êíîïêè «qp». / Press and hold "qp" 
buttons simultaneously for 2 seconds for a positive closing of 
15–18 contacts of channel 1 (C1). Press and hold "qp" buttons 
for 2 seconds for a positive opening of 15–18 contacts of 
channel 1 (C1).

Ðó÷íîå óïðàâëåíèå / Manual control 
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Îäíîâðåìåííî íàæìèòå è óäåðæèâàéòå â òå÷åíèå 2 ñåêóíä 
êíîïêè «qp» äëÿ ïðèíóäèòåëüíîãî çàìûêàíèÿ êîíòàêòîâ 
25–28 êàíàëà 2 (C2). Äëÿ ïðèíóäèòåëüíîãî ðàçìûêàíèÿ 
êîíòàêòîâ 25–28 êàíàëà 2 (C2) íàæìèòå è óäåðæèâàéòå 
â òå÷åíèå 2 ñåêóíä êíîïêè «qp». / Press and hold "qp" 
buttons simultaneously for 2 seconds for a positive closing of 
25–28 contacts of channel 2 (C2). Press and hold "qp" 
buttons for 2 seconds for a positive opening of 25–28 contacts 
of channel 2 (C2).

Ñáðîñ ê çàâîäñêèì íàñòðîéêàì / Factory reset

Îäíîâðåìåííîå íàæàòèå êíîïîê «MENU», «qp» è «ÎÊ» 
â òå÷åíèå 4 ñåêóíä ïðèâåäåò ê ñáðîñó âñåõ óñòàíîâëåííûõ 
ïðîãðàìì è ïàðàìåòðîâ äî çàâîäñêèõ íàñòðîåê. / Pressing 
the "MENU", "qp" and "OK" buttons simultaneously for 
4 seconds will reset all installed programs and parameters 
to the factory settings.

Èçäàíèå / Version 2 Rel
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